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§63.991

used. If the difference between the spe-
cific gravity of the saturated scrubbing
fluid and specific gravity of the fresh
scrubbing fluid is less than 0.02 specific
gravity units, an organic monitoring
device capable of providing a contin-
uous record shall be used.

(2) Where a condenser is used, a con-
denser exit (product side) temperature
monitoring device capable of providing
a continuous record shall be used.

(3) Where a carbon adsorber is used,
an integrating regeneration stream
flow monitoring device having an accu-
racy of £10 percent or better, capable of
recording the total regeneration
stream mass or volumetric flow for
each regeneration cycle; and a carbon
bed temperature monitoring device, ca-
pable of recording the carbon bed tem-
perature after each regeneration and
within 15 minutes of completing any
cooling cycle, shall be used.

§63.991 [Reserved]

§63.992 Implementation and enforce-
ment.

(a) This subpart can be implemented
and enforced by the U.S. Environ-
mental Protection Agency (EPA), or a
delegated authority such as the appli-
cable State, local, or tribal agency. If
the EPA Administrator has delegated
authority to a State, local, or tribal
agency, then that agency has the au-
thority to implement and enforce this
subpart. Contact the applicable EPA
Regional Office to find out if this sub-
part is delegated to a State, local, or
tribal agency.

(b) In delegating implementation and
enforcement authority of this subpart
to a State, local, or tribal agency
under section 40 CFR part 63, subpart
E, the authorities contained in para-
graphs (b)(1) through (5) of this section
are retained by the EPA Administrator
and are not transferred to the State,
local, or tribal agency.

(1) Approval of alternatives to the
nonopacity emissions standards in
§§63.983(a) and (d), 63.984, 63.985(a),
63.986(a), 63.987(a), 63.988(a), 63.990(a),
63.993(a), 63.994(a), and 63.995(a) under
§63.6(g). Where these standards ref-
erence another subpart, the cited pro-
visions will be delegated according to

40 CFR Ch. | (7-1-14 Edition)

the delegation provisions of the ref-
erenced subpart.

(2) [Reserved]

(3) Approval of major changes to test
methods under §63.7(e)(2)(ii) and (f) and
as defined in §63.90.

(4) Approval of major changes to
monitoring under §63.8(f) and as de-
fined in §63.90.

(5) Approval of major changes to rec-
ordkeeping and reporting under
§63.10(f) and as defined in §63.90.

[67 FR 46277, July 12, 2002]

§63.993 Absorbers, condensers, carbon
adsorbers and other recovery de-
vices used as final recovery devices.

(a) Final recovery device equipment and
operating requirements. (1) Owners or op-
erators using a final recovery device to
maintain a TRE above a level specified
in a referencing subpart shall meet the
requirements of this section.

(2) Recovery devices used to comply
with the provisions of a referencing
subpart and this subpart shall be oper-
ated at all times when emissions are
vented to them.

(b) Recovery device performance test re-
quirements. There are no performance
test requirements for recovery devices.
TRE index value determination infor-
mation shall be recorded as specified in
§63.998(a)(3).

(c) Recovery device monitoring require-
ments. (1) Where an absorber is the final
recovery device in the recovery system
and the TRE index value is between the
level specified in a referencing subpart
and 4.0, either an organic monitoring
device capable of providing a contin-
uous record or a scrubbing liquid tem-
perature monitoring device and a spe-
cific gravity monitoring device, each
capable of providing a continuous
record, shall be used. If the difference
between the specific gravity of the
saturated scrubbing fluid and specific
gravity of the fresh scrubbing fluid is
less than 0.02 specific gravity units, an
organic monitoring device capable of
providing a continuous record shall be
used. Monitoring results shall be re-
corded as specified in §63.998(b) and (c),
as applicable. General requirements for
monitoring and continuous parameter
monitoring systems are contained in
§63.996.
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(2) Where a condenser is the final re-
covery device in the recovery system
and the TRE index value is between the
level specified in a referencing subpart
and 4.0, an organic monitoring device
capable of providing a continuous
record or a condenser exit (product
side) temperature monitoring device
capable of providing a continuous
record shall be used. Monitoring re-
sults shall be recorded as specified in
§63.998(b) and (c), as applicable. Gen-
eral requirements for monitoring and
continuous parameter monitoring sys-
tems are contained in a referencing
subpart and §63.996.

(3) Where a carbon adsorber is the
final recovery device in the recovery
system and the TRE index value is be-
tween the level specified in a ref-
erencing subpart and 4.0, an organic
monitoring device capable of providing
a continuous record or an integrating
regeneration stream flow monitoring
device having an accuracy of +10 per-
cent or better, capable of recording the
total regeneration stream mass or vol-
umetric flow for each regeneration
cycle; and a carbon-bed temperature
monitoring device, capable of recording
the carbon-bed temperature after each
regeneration and within 15 minutes of
completing any cooling cycle shall be
used. Monitoring results shall be re-
corded as specified in §63.998(b) and (c),
as applicable. General requirements for
monitoring and continuous parameter
monitoring systems are contained in a
referencing subpart and §63.996.

(4) If an owner or operator uses a re-
covery device other than those listed in
this subpart, the owner or operator
shall submit a description of planned
monitoring, reporting and record-
keeping procedures as specified in a
referencing subpart. The Administrator
will approve, deny, or modify based on
the reasonableness of the proposed
monitoring, reporting and record-
keeping requirements as part of the re-
view of the submission or permit appli-
cation or by other appropriate means.

§63.994 Halogen scrubbers and other
halogen reduction devices.

(a) Halogen scrubber and other halogen
reduction device equipment and operating
requirements. (1) An owner or operator
of a halogen scrubber or other halogen

§63.994

reduction device subject to this sub-
part shall reduce the overall emissions
of hydrogen halides and halogens by
the control device performance level
specified in a referencing subpart.

(2) Halogen scrubbers and other halo-
gen reduction devices used to comply
with the provisions of a referencing
subpart and this subpart shall be oper-
ated at all times when emissions are
vented to them.

(b) Halogen scrubber and other halogen
reduction device performance test require-
ments. (1) An owner or operator of a
combustion device followed by a halo-
gen scrubber or other halogen reduc-
tion device to control halogenated vent
streams in accordance with a ref-
erencing subpart and this subpart shall
conduct an initial performance test to
determine compliance with the control
efficiency or emission limits for hydro-
gen halides and halogens according to
the procedures in §63.997. Performance
test records shall be kept as specified
in §63.998(2)(2) and a performance test
report shall be submitted as specified
in §63.999(a)(2).

(2) An owner or operator of a halogen
scrubber or other halogen reduction
technique used to reduce the vent
stream halogen atom mass emission
rate prior to a combustion device to
comply with a performance level speci-
fied in a referencing subpart shall de-
termine the halogen atom mass emis-
sion rate prior to the combustion de-
vice according to the procedures speci-
fied in the referencing subpart. Records
of the halogen concentration in the
vent stream shall be generated as spec-
ified in §63.998(a)(4).

(c) Halogen scrubber and other halogen
reduction device monitoring requirements.
(1) Where a halogen scrubber is used,
the monitoring equipment specified in
paragraphs (¢)(1)(i) and (ii) of this sec-
tion is required for the scrubber. Moni-
toring results shall be recorded as spec-
ified in §63.998(b) and (c), as applicable.
General requirements for monitoring
and continuous parameter monitoring
systems are contained in a referencing
subpart and §63.996.

(i) A pH monitoring device capable of
providing a continuous record shall be
installed to monitor the pH of the
scrubber effluent.
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